Model 2545

Connect with Certainty

A revolutionary new easy-connect Rackbridge 25-pompatch panel lets you
quickly & economically connect ESI systems withoupunching down wires

Eliminate wiring errors
Save on labor costs

Improve reliability

£ £ ¥

Increase customer satisfaction



Allows quick connection and configuration of a 2&rgplug-to-plug / 50 pin Telco-style cable
from any ESI card to a standard 19 inch rack pptotel.

The configurable patch panel is jumper configuraild supports all ESI cards using these
jumper configurations:

1. Use for all ESI cards except CS-DLC, CS-DLC13J-BLC & E2-DLC12;
configurable as 25 one-pair RJ45 jacks providinbatcess of up to six CO and 12
station ports.

2. Use for the ESI CS-DLC, CS-DLC12, ESI-DLC & E2-DLZ gards;
configurable as 24 one-pair RJ45 jacks providingeas to 12 station ports and one
T1/PRI port. The T1/PRI port is jumperable, allogripairs to roll easily to
accommodate non-standard installations.

Order atwww.rackbridge.com

Optional wall mounting brackets are available

Mikodi, Inc.
3550 Barron Way, Suite 8-B
Reno, Nevada 89511

www.mikodi.com

Copyright © 2008 Mikodi, Inc. Mikodi & Rackbridgare trademarks of Mikodi, Inc. Rackbridge moded2%s patent pending. Other trade names
mentioned herein are trademarks of their respectiweers. Product details and features describegirhare subject to change without notice.

Mikodi products are proudly manufactured ia thnited States of America.



